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Inspection Findings Report
Complete public demonstration: every finding from the corresponding inspection list is represented, with fictional identities and
altered particulars.

Vessel MV DEMO VESPER CAIRN

Demo vessel ID SF-DEMO-105

Vessel category Ice-class general cargo vessel

Company Pelagic Demo Fleet

Inspection place Demo Port Polar

Inspection date 22/Sep/2027

Inspector Sample Inspector E

Findings 10

Scope and review
This list records the findings identified during the demonstration inspection. The scope was limited by time and operational conditions, so it
should not be read as a complete statement of every condition on board.
The vessel's management may review and respond to each finding. The final inspection record remains subject to inspector review and does
not constitute a warranty of the vessel's fitness or suitability.

Inspected questions and findings

Rule / full inspected question Result Finding description

2.5
Do all personnel maintain rest period/work
hours and are the rest hours in
compliance with STCW or MLC
requirements? (V)

No Fire and safety rounds were carried out by the off-duty officer after each
watch for approximately 13-18 minutes. However, this scheduled duty
was not reflected in the Table of Shipboard Working Arrangements, while
the time spent conducting the rounds was recorded in the associated
Work and Rest Hours records. The table was amended accordingly, after
pointing out the issue.

3.6
Has the Master/Pilot information exchange
been taking place effectively and is the
standard pilot card being completed as
required? (V)

No The vessel’s managers had established a procedure and provided a
dedicated checklist for the Master/Pilot Information Exchange (MPX).
However, during the vessel’s arrival and berthing at Demo Port Polar,
Demo State West on 25/Aug/2027, two groups of pilots were involved:
two river pilots for the river transit and two docking pilots for the final
berthing operation. The MPX checklist was completed with the first group
of pilots and the information exchange was recorded in the Deck Log
Book. However, no separate MPX checklist/form was completed with the
docking pilots, and no corresponding record of an information exchange
with them was entered in the Bell Book or Deck Log Book prior to
commencement of the berthing operation.
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3.16
Is a chart and publication management
system being implemented to ensure that
all charts, nautical publications, and other
publications on board are current,
maintained and up to date? (M&V)

No The ENC maintenance record book was not available on board during
the inspection. Furthermore, no objective evidence was provided to
demonstrate that any equivalent software or electronic system was in use
on board for maintaining the required ENC maintenance records.

4.6
Is entry into and rescue from enclosed
space training undertaken and are regular
drills conducted? (V)

No A review of the Enclosed Space Entry Permits identified that only one
person entered the enclosed space during the inspection of the Dirty
Water Tank on 29/May/2027 and Void V41S on 05/Jun/2027.
Furthermore, during cleaning of the FW Tank on 30/Jun/2027, three
persons were recorded as being inside the tank simultaneously, while the
vessel was equipped with only two personal gas detectors.

4.15
Has a smoking policy been implemented;
is it being followed and are designated
smoking areas adequately identified? (V)

No The vessel’s managers had established a procedure for the nomination
of designated smoking areas by the Master. However, the procedure
provided guidance to nominate several multi-purpose spaces (e.g. Ship’s
office, Bridge, Engine Control Room and Crew Recreation Room) as
designated smoking areas, despite requiring that any room allocated for
smoking should be utilised exclusively for that purpose. The Master had
nominated the designated smoking areas in accordance with the
company’s procedure.

4.16
Are portable gas detectors suitable for
atmosphere testing of enclosed spaces
provided; in good condition; calibrated in
accordance with the manufacturer's
instructions, and are officers trained and
competent with their operation? (V)

No The required gas detection equipment capable of measuring CO�
concentrations in oxygen-deficient atmospheres was not available on
board at the time of the inspection.

7A.7
Are bunkering and oil fuel transfer
procedures carefully planned and
executed in accordance with industry
standards, are the details of the last
operation in accordance with industry
standards, is the vessel equipped with a
procedure for sampling the oil fuel used
on board, and are bunker samples stored
in a sheltered location? (V)

No 1. The vessel’s managers had established a procedure for the retention
of bunker fuel samples, requiring samples to be retained for a minimum
period of 15 months. However, the procedure did not reflect the
requirement for samples to be retained until the corresponding fuel oil
had been substantially consumed, nor did it define when retained
samples were no longer required or establish clear arrangements for their
safe disposal. As a result, a considerable number of historical bunker
samples remained stored on board, including samples dated
07/Dec/2025, 22/Dec/2025, 12/Jan/2026, 28/Jan/2026, 06/Mar/2026,
20/May/2026, 09/Jul/2026 and 15/Aug/2026, without documented criteria
linking their retention to the consumption status of the corresponding fuel
oil or a defined disposal schedule. 2. The vessel’s managers had
established a bunkering procedure and provided an Oil Transfer Planning
Checklist requiring spot measurement of benzene concentration during
oil transfer operations. However, in the checklist completed for the
bunkering operation on 11/Jul/2027, the benzene spot measurement was
recorded as “Not Available”. According to the vessel’s personnel, no
suitable detector tubes for benzene measurement were available on
board.
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12.1
Is access to the ship being controlled by
an adequate deck watch? (V)

No At the time of boarding, the deck watch rating did not make the inspector
aware of any specific hazards associated with the cargo or ongoing
operations onboard and did not point out the instructions to be followed in
the event of an emergency

13.6
Have the entry requirements to the engine
room when operating in UMS mode been
documented, posted at the entrance to the
engine room and understood by all crew?
(V)

No The vessel was classed for periodically unattended machinery space
(UMS) operation, and the vessel’s managers had established a
procedure requiring completion of a vessel-specific checklist prior to
placing the Engine Room into UMS mode. However, according to entries
in the Engine Log Book, the Engine Room was placed into UMS mode
during several occasions enroute from Demo Port Horizon to Demo Port
Polar at 17:17 LT, while the prescribed UMS checklist was completed at
21:17 LT during the duty engineer’s safety round in the Engine Room,
approximately four hours after the Engine Room had been placed into
UMS mode.

13.40
Is an emergency steering gear drill being
carried out every three months? (V)

No During the Engine Room tour, an operational test of the steering gear
using the steering gear pump supplied from the Emergency Diesel
Generator was carried out. The test was unsuccessful, as Steering Gear
Pump No. 3 could not be started either from the local control position or
remotely from the bridge. According to the records provided, the last
successful test of the emergency steering arrangement using Steering
Gear Pump No. 3 had been conducted on 22/Aug/2027 as part of the
recorded emergency steering training.


